
KERN laboratory balance EMB series

Basic model laboratory balance, with extraordinary performance

• Ready to use: Batteries included. AUTO-OFF function to save the batteries, can be deactivated.
• Weighing function additionally simplifies the composition of mixtures
• Extremely flat construction
• Safe and non-slip support thanks to the rubber feet

Large LCD display, digit height 15 mm

• Weighing pan dimensions (plastic):
ø 82 mm
ø 105 mm
ø 150 mm

• Scale dimensions WxDxH 170x240x39 mm
• Net weight approx. 0.5 kg
• Permissible ambient temperature 5 ° C / 35 ° C

PLEASE NOTE: External power supply not standard.

ON REQUEST:

DAkkS certified (Cod. 963-127), for Mod. EMB 6000-1, EMB 5.2K1 and EMB 5.2K 5 (Cod 963-128)

External power supply 230v (K3YKA03N)

 Code Description Max flow rate
g

 Division g  Reproducibilit
y g

 Linearity g  Weighing
plate diam

mm
K3EMB013 Scale mod. EMB

100-3
100 0,001  0,001 ±0,005 82

K3EMB022 Scale mod. EMB
200-2

200 0,01  0,01 ±0,02 105

K3EMB023 Scale mod. EMB
200-3

200 0,001  0,001 ±0,005 82

K3EMB02V Scale mod. EMB
200-3V

200 0,001  0,002 ±0,005 82

K3EMB051 Scale mod. EMB
500-1

500 0,1  0,1 ±0,2 150

K3EMB062 Scale mod. EMB
600-2

600 0,01  0,01 ±0,03 105

K3EMB102 Scale mod. EMB
1000-2

1000 0,01  0,01 ±0,03 150

K3EMB121 Scale mod. EMB 1200 0,1  0,1 ±0,3 150
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Code Description Max flow rate
g

 Division g  Reproducibilit
y g

 Linearity g  Weighing
plate diam

mm
1200-1

K3EMB202 Scale mod. EMB
2000-2

2000 0,01  0,01 ±0,05 150

K3EMB220 Scale mod. EMB
2200-0

2200 1  1 ±2 150

K3EMB22V Scale mod. EMB
2000-2V

2000 0,01  0,02 ±0,05 150

K3EMB301 Scale mod. EMB
3000-1

3000 0,1  0,1 ± 0,3 150

K3EMB521 Scale mod. EMB
5.2K 1

5200 1  1 ±3 150

K3EMB522 Scale mod. EMB
5.2K 2

5200 5  5 ±10 150

K3EMB601 Scale mod. EMB
6000-1

6000 0,1  0,1 ± 0,3 150

Accessories

Foto Code Description
--K3440902SOSTITUITODAK3YKA03N

Powered by TCPDF (www.tcpdf.org)

                               2 / 2

http://www.tcpdf.org

