
Glass capillary micropipettes with calibration ring

Disposable capillary micropipettes with calibration ring

Made of borosilicate glass 3.3

Certificate of conformity

LOT number on the packaging, with the wording: usable up to, ISO 7550, CE mark of conformity to
DIV 98/79 CE

For precise volume determination

No risk of cross-contamination

Useful length 125 mm

Available in different sizes

 Code Description No. Notches Volume ul Precision % %Variation
Coeff

Pcs Pack

1411001 Glass capillary
micropipettes
with
calibration ring

5 1+2+3+4+5 0,30 0,6 250 4x250

1411003 Glass capillary
micropipettes
with
calibration ring

1 10 0,25 0,5 250 4x250

1411004 Glass capillary
micropipettes
with
calibration ring

1 20 0,25 0,5 250 4x250

1411005 Glass capillary
micropipettes
with
calibration ring

1 25 0,25 0,5 250 4x250

1411006 Glass capillary
micropipettes
with
calibration ring

1 40 0,25 0,5 250 4x250

1411007 Glass capillary
micropipettes
with
calibration ring

1 50 0,25 0,5 250 4x250

1411009 Glass capillary
micropipettes
with

1 100 0,25 0,5 250 4x250
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Code Description No. Notches Volume ul Precision % %Variation
Coeff

Pcs Pack

calibration ring
1411010 Glass capillary

micropipettes
with
calibration ring

1 200 0,25 0,5 100 4x100

1411011 Glass capillary
micropipettes
with
calibration ring

1 44 7,25 0,5 250 4x250

1411020 Glass capillary
micropipettes
with
calibration ring

2 5+10 0,25 0,5 250 4x250

1411022 Glass capillary
micropipettes
with
calibration ring

2 20+40 0,25 0,5 250 4x250

1411024 Glass capillary
micropipettes
with
calibration ring

2 50+100 0,25 0,5 250 4x250

1411026 Glass capillary
micropipettes
with
calibration ring

2 100+200 0,25 0,5 100 4x100

1411061 Glass capillary
micropipettes
with
calibration ring

1 44,7 0,25 0,5 250 4x250
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